
Chromatec Easy Reference Chart 

AM1 AM2 AM4/2 AM4 AM2L 

Two Audio Channels • i • • • • 
Four Audio Channels • 
Balanced analog inputs • o U O 

AES/EBU inputs O o 

DIN PPM (+5 to -50dB) • • • • • 
BBC PPM (1 to 7) • • • • • 
Nordic PPM (+12 to -42dB) • • • • • 
VU-1 meter (+3 to -20dB) • • • • • 
VU-2 meter (+3 to -20dB) • • • • 
Extended VU (+3 to -60dB) • • • • 
Digital PPM (0 to -60dB) o 

Q 

Extended Digital PPM (0 to -80dB) o o 

VU meter superimposed on PPM • • • 
Adjustable Input Sensitivity • • • • • 
Full Colour Meter Display • • • • 
Adjustable Bar Positions • • • • 
Insert on/off & fade control • • • • • 
Full Height Meter Display • • • • • 
Half Height Meter Display • 
Phase Display • • • • 
Sum & Difference Display • • • 
Sum only Display • • • 
Loudness Meter • 
On-screen Menu • • • • 
Internal Black Generator • • • • 
Peak Hold Cursor • • • • • 
Over-scale Indicators • • • • 
No-audio Alarm • • • 
Over-level alarm • • • 
Sustained anti-phase alarm • • • 
Loudness Over Alarm • 
Alarm output & remote reset • • • 
Remote Control Connector • • • • • 
Composite Video I/O • • • • • 
PAL & NTSC Operation • • • • • 

Q = option determined depending on whether Analog or Digital Input Card(s) fitted 1st Feb '97 


