
Preliminary information 

Ultimate midfield monitors 

The p o t e n t c o m p a c t a c t i v e mon i to r ing solution for all 

d i scern ing professionals 

The IB2S-A a n d the IB2S XBD-A offer t h e att r ibutes of PMC's 

la rge An.'" re fe rence a c t i v e monitors in a vastly m o r e c o m p a c t 

fo rm c r e a t i n g the idea l mon i to r for h i g h - e n d r e f e r e n c e 

moni to r ing a n d master ing app l icat ions . 

The IB2S-A a n d 1B2S XBD-A monitors a re a n e w b r e e d of ultra 

low distort ion DSP-control led, Class-D p o w e r e d dev ices a n d 

f e a t u r e PMC's ATI" ( A d v a n c e d Transmission Line) bass l o a d i n g 

t e c h n o l o g y prov id ing a level of resolution u n a c h i e v a b l e w i th 

s t a n d a r d systems. Each master c a b i n e t employs t h e 10-inch 

C a r b o n Fibre & Nomex™ piston bass drivers f rom t h e r e n o w n e d 

IBIS a n d IB2S speakers, t o g e t h e r w i th PMC's hand-bu i l t 7 5 m m 

m i d - r a n g e f a b r i c - d o m e driver a n d t h e 3 4 m m s o f t - d o m e 

t w e e t e r f rom t h a t features in t h e l e g e n d a r y BB5 XBD-Active. 

Power totals 960W for e a c h a c t i v e master c a b i n e t w i th 

i n d e p e n d e n t aud ioph i le qual i ty p o w e r p r o d u c i n g a supremely 

c l e a n 200W for b o t h HF 8, MF wi th hefty 560W d i r e c t e d to the 

LF for super lat ive cont ro l & effortless extens ion d o w n to 20Hz. 

For u l t imate user fr iendly t o u c h , t h e monitors a re cont ro l lab le 

f rom t h e pr ime listening posit ion v ia a n RJ45 c o n n e c t e d 

r e m o t e prov id ing precis ion tun ing w i th a vast ar ray of HF a n d 

LF shelving filters a n d ±8dB input level trims. 

IB25 XBD-A 

(olfering +3dB LF headroom} 

• Extremely h igh resolution a n d ultra low distort ion 

All" mon i to r ing 

• Cut t ing e d g e DSP cont ro l led a n d digital ly p o w e r e d 

(HF 200W, MF 200W, LF 560W) wi th vast p o w e r h e a d r o o m 

• Faithful low f r e q u e n c y a c c u r a c y d o w n to 20Hz 

• R e m o t e cont ro l EQ, Level & Input se lect ion 

( B a l a n c e d a n a l o g u e or AES3 digital) 

• The th ree highly flexible opt ions -

- IB2S-A - A c o m p a c t th ree w a y a c t i v e master. 

- IB2S XBD-A (twin c a b i n e t ) offer ing +3dB in LF h e a d r o o m , 

smoother in r o o m response a n d t h e abil i ty to dr ive larger 

cont ro l rooms effortlessly. 

- XBD-A c a b i n e t is t h e idea l par tner as a s t a n d a l o n e mon i to r 

for a .1 ef fects c h a n n e l . 

IB2S-A 
IB2S 

XBD-A 

IB2S-A 

ULTIMATE MONITORING 

ATLm 

A d v a n c e d Transmission Line 
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P M C c o m p o n e n t s a r e 

p r o d u c e d to a n o b s e s s i v e l y 

h i g h s t a n d a r d , c r e a t i n g 

d r i v e r s o f u n r i v a l l e d q u a l i t y . 

A l l c o n s t i t u e n t p a r t s o f a P M C 

d r i v e r a r e p h y s i c a l l y i n s p e c t e d , 

e l e c t r o n i c a l l y c h e c k e d a n d 

r e - t e s t e d a t e v e r y s t a g e o f 

c o n s t r u c t i o n , e n s u r i n g a p e r f e c t 

r e s p o n s e . 

P M C 3 4 m m HF un i t 

S u p e r l a t i v e r e s o l u t i o n , h i g h p o w e r 

h a n d l i n g a n d v a s t e v e n d i s p e r s i o n 

a r e t h e s i g n a t u r e o f t h e P M C 

3 4 m m HF un i t . 

P M C 7 5 m m M F u n i t 

T h e w o r l d ' s l e a d i n g l a r g e so f t -

d o m e d r i v e r , o f f e r i n g t r a n s p a r e n c y , 

e f f i c i e n c y a n d a l e v e l o f c l a r i t y l i ke 

n o o t h e r . 

P M C 1 0 " C a r b o n f i b r e & N o m e x ™ LF u n i t 

This m a s s i v e l y e n g i n e e r e d p i s t o n d r i v e r i n c r e a s e s 

d y n a m i c h a n d l i n g a n d r e d u c e s LF d i s t o r t i o n t o 

i n s i g n i f i c a n t l e v e l s b y e l i m i n a t i n g c o n e b r e a k u p 

u s i n g a n e x t r e m e l y stiff c a r b o n f i b r e & N o m e x ™ 

h o n e y c o m b c o n s t r u c t i o n . 

ULTIMATE MONITORING USING 

eg 

ATL 
A d v a n c e d Transmission l ine 

P M C L i m i t e d 

4 3 - 4 5 C r a w l e y G r e e n R o a d L u t o n L U 2 0 A A 

T + 4 4 ( 0 ) 8 7 0 4 4 4 1 0 4 4 F + 4 4 ( 0 ) 8 7 0 4 4 4 1 0 4 5 

e m a i l s a l e s @ p r o m o n i t o r . c o . u k 

w e b w w w . p m c - s p e a k e r s . c o m 

P M C U S A L L C 

1 7 9 5 2 S k y P a r k C i r c l e B u i l d i n g 4 5 S u i t e A I r v i n e C A 9 2 6 1 4 

T 9 4 9 861 3 3 5 0 F 9 4 9 861 3 3 5 2 

e m a i l s a l e s @ p m c - s p e a k e r s . u s 

w e b w w w . p m c - s p e a k e r s . c o m 

T h e P r o f e s s i o n a l M o n i t o r C o m p a n y L i m i t e d R e g N o : 3 3 2 8 0 0 9 

5 7 2 7 / M a y © 2 0 1 0 

S p e c i f i c a t i o n s I B 2 S - A I B 2 S X B D - A 

T y p e : A c t i v e , S i n g l e c a b i n e t ATL" r e f e r e n c e m o n i t o r A c t i v e , Twin c a b i n e t ATL" r e f e r e n c e m o n i t o r 

U s a b l e f r e q u e n c y r e s p o n s e : 20Hz-25kHz 20Hz-25kHz 

E f f e c t i v e A T L ™ l ine l e n g t h : 2 . 4 m (8ft) 2 x 2 . 4 m (8ft) 

D r ive units : M a s t e r c a b i n e t M a s t e r c a b i n e t 

HF 3 4 m m Soft D o m e T w e e t e r HF 3 4 m m Soft D o m e T w e e t e r 

M F 7 5 m m soft D o m e M i d r a n g e M F 7 5 m m soft D o m e M i d r a n g e 

LF 2 5 0 m m / 1 0 " P M C C a r b o n F ibre / N o m e x " p i s t o n d r i ve r LF 2 5 0 m m / 1 0 " P M C C a r b o n F ib re / N o m e x ™ p i s t o n d r i v e r 

X B D c a b i n e t 

LF 2 5 0 m m / 1 0 " P M C C a r b o n F ibre / N o m e x ™ p i s t o n d r i v e r 

C r o s s o v e r f r e q u e n c y : 3 8 0 H z & 3 .8kHz 3 8 0 H z 8. 3 .8kHz 

A m p l i f i e r p o w e r : HF 2 0 0 W HF 2 0 0 W 

M F 2 0 0 W M F 2 0 0 W 

LF 5 6 5 W LF 5 6 5 W 

LF (XBD] 5 6 5 W 

I / O : B a l a n c e d A n a l o g u e M a i n I n p u t / T h r o u g h B a l a n c e d A n a l o g u e M a i n I n p u t / T h r o u g h 

B a l a n c e d A n a l o g u e LFE I n p u t / T h r o u g h B a l a n c e d A n a l o g u e LFE I n p u t / T h r o u g h 

D ig i ta l A E S 3 M a i n I n p u t / T h r o u g h D ig i ta l A E S 3 M a i n I n p u t / T h r o u g h 

Digi ta l A E S 3 LFE I n p u t / T h r o u g h D ig i ta l A E S 3 LFE I n p u t / T h r o u g h 

Digi ta l input : A E S 3 192kHz 24bi t A E S 3 192kHz 24b i t 

A n a l o g u e inpu t sens i t iv i ty s e l e c t a b l e : + 4 d B to + 2 0 d B + 4 d B to + 2 0 d B 

M a i n S o u r c e s e l e c t i o n : A n a l o g u e in A n a l o g u e in 

M a i n A E S 3 Lef t M a i n A E S 3 Lef t 

M a i n A E S 3 R ight M a i n A E S 3 R ight 

M a i n Trim L e v e l : +/-8dB +/-8dB 

LFE S o u r c e s e l e c t i o n : N o n e N o n e 

LFE A E S 3 Left L F E A E S 3 Lef t 

LFE A E S 3 R ight LFE A E S 3 R ight 

M a i n A E S 3 O t h e r M a i n A E S 3 O t h e r 

A n a l o g u e In LFE Trim l e v e l : +/-8dB A n d l o g u e In LFE Trim l e v e l : +/-8dB 

E Q : LF Shel f +/-8dB, HF shel f +/-8dB LF She l f +/-8dB, HF shel f +/-8dB 

R e m o t e c o n t r o l : W i r e d v i a R J 4 5 - c o n t r o l o f u p to 6 c h a n n e l s W i r e d v i a R J 4 5 - c o n t r o l of u p to 6 c h a n n e l s 

R o t a r y V o l u m e - 4 8 . 5 d B to + 1 5 d B R o t a r y V o l u m e - 4 8 . 5 d B to + 1 5 d B 

O p e r a t i n g V o l t a g e : 1 1 5 V / 2 3 0 V 1 1 5 V / 2 3 0 V 

12V t r igger o p e r a t i o n 12V t r igger o p e r a t i o n 

D i m e n s i o n s : H 7 4 0 m m 2 9 . 1 " H 1 4 8 0 m m 5 8 . 2 7 " 

W 3 3 0 m m 13 .0 " W 3 3 0 m m 13 .0 " 

D 5 4 9 m m 2 1 . 6 " D 5 4 9 m m 2 1 . 6 " 

W e i g h t : 4 6 . 5 k g (102.3 lbs| 9 3 k g |204.6lbs) 

S u b j e c t to c h a n g e w i t h o u t n o t i c e 

IB2 X8DS-A 

IB2S-A 

X8D 
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