
loudspeakers 
high power-high-fidelity 

to DIN 45 500 

S y s t e m powers tabu la ted be low are fo r comp le te t w o or 
th ree-way systems mak ing use of the l isted loudspeakers ; 
co r respond ing cross-over ne tworks and r e c o m m e n d e d 
enc losure vo lumes are l isted on page 3 8 3 . AD0210/Sq. 
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t y p e status system 
power 

W 

i impe­
dance 

n 

resonance 
f requency 

H z 

rated 
f requency 
range 
Hz 

overal l 
d ia . 

m m 

baf f le 
ho le 
d ia . 
m m 

tota l 
dep th 

m m 

su r round 
/ d o m e 
mater ia l 

magnet 
system 

mass 

kg 

Tweeter 1" (dome) 
AD0140 /T4 D 

T8 
AD0141 /T4 N 

T8 
AD0160 /T4 r 

T 8 L 

AD0161 /T8 r 

T15 L 

AD0162 /T8 n 

T15 
AD0163 /T8 N 

T 1 5 

2 0 / 4 0 

2 0 / 5 0 

2 0 / 4 0 

2 0 / 8 0 

2 0 / 8 0 

2 0 / 8 0 

4 
8 
4 
8 
4 
8 
8 

15 
8 

15 
8 

15 

1200 

1450 

1000 

1000 

1000 

1300 

2 0 0 0 -
2 2 0 0 0 
2 0 0 0 -
2 0 0 0 0 
2 0 0 0 -
2 2 0 0 0 
2 0 0 0 -
2 2 0 0 0 
2 0 0 0 -
2 2 0 0 0 
2 0 0 0 -
2 0 0 0 0 

94 

94 

94 

94 

94 

94 

75 

75 

75 

75 

75 

75 

25 

25 

32 

32 

32 

32 

po ly -
carb . 

tex t i le 

po l y -
carb . 
po ly -
carb . 
po l y -
carb . 

tex t i le 

F X D 

F X D 

F X D 

F X D 

F X D 

F X D 

0 ,25 

0 ,25 

0,5 

0,5 

0 ,5 

0,5 

Tweeter 2" ( 
AD2090 /T4 

T8 
T15 

AD2095 /T4 
T8 
T15 

AD2290 /T4 
T8 
T15 

AD2295 /T4 
T8 
T15 

cone) 

D 

N 

D 

N 

20 

2 0 / 4 0 

20 

2 0 / 4 0 

4 
8 

15 
4 
8 

15 
4 
8 

15 
4 
8 

15 

1300 

1400 

1300 

1400 

2 5 0 0 -
19000 

3 0 0 0 -
19000 

2 5 0 0 -
1 9 0 0 0 

3 0 0 0 -
19000 

51 

51 

51 

51 

44 

44 

44 

44 

29 

28 

29 

28 

paper 

paper 

paper 

paper 

T i c o n a l 

T i c o n a l 

T i c o n a l 

T i c o n a l 

0,1 

0 ,07 

0,1 

0 ,07 

Tweeter 2%' 
AD2071 /T4 

T8 
AD2271 /T4 

T8 

' (cone) 
D 

D 

10 

10 

4 
8 
4 
8 

1000 

1000 

1 5 0 0 -
1 8 0 0 0 
1 0 0 0 -
1 8 0 0 0 

58 

58 

52 

52 

29 

29 

paper 

paper 

F X D 

F X D 

0,07 

0,07 

Squawker 2' 
AD0210/Sq4 

Sq8 
AD0211/Sq4 

Sq8 

D 

N 

6 0 

6 0 

4 
8 
4 
8 

^ 2 7 0 

2 7 0 

5 0 0 -
5 0 0 0 
5 0 0 -
5 0 0 0 

134 

134 

110 

110 

108 

108 

paper 

tex t i le 

F X D 

F X D 

1.0 

1,0 

Squawker 5' 
AD5060/Sq4 

Sq8 
AD5061/Sq4 

Sq8 

D 

D 

4 0 

8 0 

4 
8 
4 
8 

2 1 0 

6 8 0 

4 0 0 -
5 0 0 0 
1 5 0 0 -
5 0 0 0 

129 

129 

96 

9 5 

107 

50 

tex t i le 

tex t i le 

F X D 

F X D 

0,8 

0,8 



Cut-away view of high-fidelity 
woofer AD8067. 

t ype status system impe­ resonance rated overal l baf f le to ta l sur round magnet mass 
power dance f requency f requency 

range 
d ia . ho le 

d ia . 
dep th / d o m e 

mater ia l 
system 

W a Hz H z m m m m m m kg 

Woofer 4 " 
AD4050/W4 

W8 
N 15 

4 
8 

60 5 0 -
5 0 0 0 

100 95 55 rubber T i c o n a l 0 ,42 

Woofer 5" 
AD5060/W4 

W8 
D 10 

4 
8 

6 0 5 0 -
5 0 0 0 

129 108 56 rubber F X D 0,7 

Woofer 7" 
AD70607W4 

W8 
N 3 0 4 

8 
4 5 6 0 -

3 0 0 0 
166 141 6 8 rubber F X D 0,7 

AD7066/W4 
W8 

D 4 0 
4 
8 

4 5 6 0 -
3 0 0 0 

166 141 72 rubber F X D 1,15 

Woofer 8" 
AD8061/W4 

W8 
D 4 0 

4 
8 

4 2 3 0 -
5 0 0 0 

2 0 5 176 84 rubber F X D 0,8 

A D 8 0 6 6 / W 4 
W8 

D 50 4 
8 

3 9 3 0 -
5000 

2 0 5 176 84 rubber F X D 1,15 

AD8067/W4 6 0 4 32 3 0 -
W3 D 60 8 32 6 0 0 0 2 0 5 180 88 rubber F X D 1,3 

AD8067/MFB 50 4 37 2 5 -
1000 

Woofer 10" 
AD1065/W4 

W8 
D 3 0 

4 
8 

20 4 0 -
3 0 0 0 

261 2 2 7 113 rubber F X D 1,8 

AD10100/W4 
W8 

D 4 0 
4 
8 

2 5 3 5 -
8 0 0 

261 2 2 7 131 rubber F X D 3,0 

Woofer 12" 
AD1265/W4 

W8 
D 3 0 

4 
8 

20 4 0 -
3 0 0 0 

3 1 5 2 7 8 134 rubber F X D 1,8 

AD12100/W4 4 0 4 19 3 0 -
W8 D 4 0 8 19 7 0 0 3 1 5 2 7 8 152 rubber F X D 3,2 

AD12100/MFB 50 4 26 2 0 -
1500 

381 



loudspeakers 
high power-full-range 

double cone 

t ype status system impe­ resonance rated overal l baff le t o ta l su r round magnet mass 
power dance f requency f requency 

range 

d ia . ho le 

d ia . 

d e p t h mater ia l system 

W n Hz H z m m m m m m kg 

5" 
AD5061/M4 

M8 
D 15 

4 

8 
8 5 

7 5 -
2 0 0 0 0 

129 108 5 5 tex t i le F X D 0 ,665 

1" 
AD7062/M4 

M8 
D •30 

4 

8 
4 5 

4 0 -
18000 

166 141 6 8 rubber F X D 0 ,68 

AD7063/M4 
M8 

D 15 
4 
8 

55 
4 0 -
1 8 0 0 0 

166 141 6 9 text i le F X D 0 , 7 4 5 

8V2" 

9710/M8 D 20 8 50 
4 5 -
1 9 0 0 0 

217 195 9 6 paper F X D 1,75 

10" 
AD1065/M4 

M8 
M15 

D 10 

4 

8 

15 

55 
6 0 -

1 8 0 0 0 
261 227 1 1 3 paper F X D 1,52 

12" 
A D 1 2 6 5 / M 4 4 

3 5 -

18000 
M8 
M 1 5 

D 20 8 

15 
4 5 

3 5 -

18000 
3 1 5 2 7 8 134 paper F X D 1,8 

AD12100/M4 
M8 
M15 

D 2 5 
4 
8 

15 
4 5 

3 5 -

1 3 0 0 0 
315 2 7 8 152 paper F X D 3,3 

AD12100/HP4 
HP8 

D 50 
4 
8 

60 
4 5 -
1 2 0 0 0 

3 1 5 2 7 8 152 text i le F X D 3,27 

The 8Y2 inch type 9710/M8 unit, with a Ferroxdure magnet 

of 105 mm diameter (mass 400 g), is an extremely sensitive 

speaker which has, over a number of years, become the most 

popular type for hi-fi hobbyists. It features an exceptionally 

smooth response in the range 45 Hz to 19 kHz. Power handling 

capacity of the 9710/M8 is 20 W in a sealed enclosure up to 

30 litres in volume, and up to 10 W in bass-reflex enclosures 

of over 30 litres. 
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9710/M8 


