TRUTH...

OR
CONSEQUENCES.

If you haven't heard JBL's new generation of Studio Monitors,
you haven't heard the "truth'' about your sound.
TRUTH: A lot of monitors "color" their
sound. They don't deliver truly flat
response. Their technology is full of
compromises. Their components are
from a variety of sources, and not
designed to precisely integrate with
each other.
CONSEQUENCES: Bad mixes. Re-mixes.
Having to "trash" an entire session. Or
worst of all, no mixes because clients
simply don't come back.
TRUTH: JBL eliminates these conse
quences by achieving a new "truth"
in sound: JBL's remarkable new 4400
Series. The design, size, and materials
have been specifically tailored to each
monitor's function. For example, the
2-way 4406 6" Monitor is ideally
designed for console or close-in listening.
While the 2-way 8" 4408 is ideal for
broadcast applications. The 3-way 10"
4410 Monitor captures maximum spatial
detail at greater listening distances. And
the 3-way 12" 4412 Monitor is mounted
with a tight-cluster arrangement for
close-in monitoring.
CONSEQUENCES: "Universal" monitors,
those not specifically designed for a
precise application or environment,
invariably compromise technology, with
inferior sound the result.
TRUTH: JBL's 4400 Series Studio Moni
tors achieve a new "truth" in sound with

an extended high frequency response
that remains effortlessly smooth through
the critical 3,000 to 20,000 Hz range.
And even extends beyond audibility to
27 kHz, reducing phase shift within the
audible band for a more open and natu
ral sound. The 4400 Series' incompara
ble high'end clarity is the result of JBL's.
use of pure titanium for its unique
ribbed-dome tweeter and diamond
surround, capable of withstanding forces
surpassing a phenomenal 1000 G's.
CONSEQUENCES: When pushed hard,
most tweeters simply fail. Transient
detail blurs, and the material itself
deforms and breaks down. Other materi
als can't take the stress, and crack under
pressure.
TRUTH: The Frequency Dividing Net
work in each 4400 Series monitor allows
optimum transitions between drivers in
both amplitude and phase. The precisely
calibrated reference controls let you
adjust for personal preferences, room
variations, and specific equalization.
CONSEQUENCES: When the interaction
between drivers is not carefully orches
trated, the results can be edgy, indistinct
ive, or simply "false" sound.
TRUTH: All 4400 Studio Monitors fea
ture JBL's exclusive Symmetrical Field
Geometry magnetic structure, which
dramatically reduces second harmonic

distortion, and is key in producing the
4400's deep, powerful, clean bass.
CONSEQUENCES: Conventional mag
netic structures utilize non-symmetrical
magnetic fields, which add significantly
to distortion due to a nonlinear pull on
the voice coil.
•TRUTH: 4400 Series monitors also
feature special low diffraction grill frame
designs, which reduce time delay distor
tion. Extra-large voice coils and ultrarigid cast frames result in both
mechanical and thermal stability under
heavy professional use.
CONSEQUENCES: For reasons of eco
nomics, monitors will often use stamped
rather than cast frames, resulting in both
mechanical distortion and power com
pression.
TRUTH: The JBL 4400 Studio Monitor
Series captures the full dynamic range,
extended high frequency, and precise
character of your sound as no other
monitors in the business. Experience the
4400 Series Studio Monitors at your JBL
dealer's today.
CONSEQUENCES: You'll never know
the "truth" until you do.
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