6SK7GT
0SC-MOD.

LINE CORD & PLUG

ROUNO =
HEX 7

r‘RED

RIBBED-

"OFF'- LUGS 3 B 4 IN GONTACT
|-TuBES"-LUGS 18 2 AND 4 8 5 IN CONTACT|
|'MOTOR-LUGS 2 & 3 AND 58 6 IN GONTACT

DOT_ON 'OFF’ POSITION 517
]

l’—r
SLIDER sw.—/

(LUG VIEW)

10MFD. vEL
10 MFD.

RED-WHT

BIAS CONT.

POWER (LUG VIEW)

TRANS.
T-1

PHONO
MOTOR ——-

RANGE 16-
160 MMF.

22 0sc. coiL

25q' 'MMF.
L=
©) Cc-4 PICK-UP Recepr.—%

FREQUENCY RANGE =1250 KC TO 1750 KC =

v

|
|
I
I
|
|
|
RECEPT. !
I
|
|
|
|
|
]
|

BOTTOM VIEW OF CHASSIS NOTE -ALL RESISTORS ARE MEASURED
== FREQ. ADJ. TRIMMER 2 IN OHMS UNLESS OTHERWISE SPECIFIED, B-29-RC RECORD CHANGER

CHASSIS HS-18 MODEL WR6,7& 8

. NOTE - ALL VOLTAGES MEASURED WITH
6SK7GT 6J5GT A 1,000 OMM PER VOLT VOLTMETER TO CHASSIS.

0SC-MmoD. RECT. % VARIES WITH SETTING OFf BIAS CONTROL

GALVIN MANUFACTURING CORPORATION




